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HC331 - HC361

Max dynamic moment  [daNm] 38600 

Version HC331 HC361
E1 11930 12340
E2 11625 11930
E3 11320 11625
E4 11010 11320
E5 10705 11010
E6 10450 10755
E7 10195 10500
E8 10145 10450

E4J4 3000 3060

Max capacity  [kg] 

E5J4 2700 2760

Version HC331 - HC361
E1 3590
E2 3820
E3 4040
E4 4270
E5 4440
E6 4600
E7 4720
E8 4840

E4J4 5110

Crane weight  [kg] 

E5J4 5280

Max force on the stabilizer leg 13000 daN 

Max stabilizer pressure on the ground 28.8 daN/cm2 

HC331 300 bar 290 bar (JIB) 
Max working pressure 

HC361 310 bar 300 bar (JIB) 
45 ℓ/min 

Max oil flow to main relief valve 
60 / 80 ℓ/min (X) 

Oil tank capacity 160 ℓ 

Slewing angle 397° 

Slewing moment 3695 daNm 

HC331 29.3 kW 52.0 kW (X) 
Absorbed power 

HC361 30.2 kW 53.7 kW (X) 

Design standard DIN 15018 / EN 12999 

Fittings for connection with pump NO X X 

Control valve pressure line M 7/8" - 14 J M 1" 1/16 J 

Tank suction line M 1" 1/2 G M 1" 1/2 G 
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2.52
2

4

6

0 2 4 6 8 10 12
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12

14

16
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m

Lbs

 ft

Kg

8' 3'' 38' 4''

11.69
2115

4660

3.98 5.75 7.55 9.60
2815

13' 1'' 18' 10'' 24' 9'' 31' 6''
6210

7770 5430 390011930

26300 17130 11970 8600

6°
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8' 3" 38' 4" 45' 10"

13.98
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3530

11.69
2115

4660

3.98 5.75 7.60 9.60
2815

13' 1" 18' 10" 24' 11" 31' 6"
6210

7610 5170 390011625

25630 16780 11400 8600

6°
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Kg

8' 3"

1220
16,30

2690
53' 6"38' 5" 45' 11"

14,00
1600

3530

11,70
2115

4660

4,00 5,75 7,60 9,60
289537155015740011320

13' 1" 18' 10" 24' 11" 31' 6"
63808190110601631024960

6°
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8' 3" 61' 2"
2120

1220
16,30

2690
53' 6"13' 5" 19' 2" 25' 3" 31' 10" 38' 5" 45' 11"

14,00
1600

3530

4.10 5,85 7,70 9,70 11,70
219526807075 4765 349511010

24270 15600 10510 7710 5910 4840

6°
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2.52 18,65
960 785

20,75
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0 2 4 6 8 10 12 14 16 18 20
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16
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Kg

8' 3" 68' 1"61' 2"
17302120

1220
16,30

2690
53' 6"13' 9" 19' 6" 25' 7" 32' 2" 38' 9" 45' 11"

4.20 5,95 7,80 9,80 11,80 14,00
20206785 4555 3320 2510 168010705

23600 14960 10040 7320 5530 4450 3700

6°
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2.52 18.65
960 785

20.75
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4

6

0 2 4 6 8 10 12 14 16 18 20
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10

12

14

16

18

20

22

24

26

22

m

Lbs
ft' in"

Kg

8' 3" 68' 1"61' 2"
17302120

4.25 6.10 7.90 9.90
1860
11.90

1520
14.10

1295
16.30

13' 11" 20' 0" 25' 11" 32' 6"
4100 3350 2850
39' 1" 46' 3" 53' 6"

654010450 4335 3125 2345

5170689095601442023040

6°
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2.52 4,40 6,20 8,10 10,10 12,10 14,30 16,50 18,65
10051150 78513751715220029704125618510195
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6

0 2 4 6 8 10 12 14 16 18 20

8

10

12

14

16

18

20

22

24

26

22

m

Lbs
ft' in"

Kg

22480 13640
8' 3" 14' 5" 20' 4" 26' 7"

9090 6550 4850 3780 3030 2540
33' 2" 39' 8" 46' 11" 54' 2" 68' 1"61' 2"

17302220

6°
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2.52 4.50 8.20 10.20 12.20 14.40 16.60
10351255158520352785595010145
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26

22

m

Lbs
ft' in"

kg

22370
8' 3" 14' 9"

13120 6140 4490 3490 2770
26' 11" 33' 6" 40' 0" 47' 3" 54' 6"

2280

18.80
885

61' 8"
1950

20.95
785

68' 9"
1730

6.30
3920

8640
20' 8"

24

23.40
400

76' 9"
880

6°

28
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0 2 4 6 8 10 12 14 16 18 20
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10

12

14

16

18

20
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24

26

22

m
kg

28

605
21.6

695
19.8

815
18.1

940
16.3

1090
14.6

420
23.4

m
kg 620

10.9
770

9.12
1030
7.37

1550
5.62

2700
3.92

1400
12.0m

kg 2730
4.40

2730
6.17

2600
8.02

1850
10.0

24

***kg 600835110017003000

*** PRESTAZIONE MASSIMA JIB ORIZZONTALE

ft' in"
Lbs 1370

35' 9"
1700

29' 11"
2270
24' 2"

3420
18' 5"

5950
12' 10"

***ft' in" 13201840243037506610

3090
39' 4"ft' in"

Lbs

14' 5"
6020
20' 3"

5730
26' 4"

4080
32' 10" ft' in"

Lbs 1330
70' 10"

1530
65' 0"

1800
59' 5"

2070
53' 6"

2400
47' 11"

930
76' 9"

*** MAX CAPACITIES FOR HORIZONTAL JIB

6020
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m
kg 420

23,80
460

22,00
525

20,20
605

18,50
705

16,80
330

25,70
950

14.2m
kg 2730

4.40
2730
6.17

2500
8.02

1750
10.0

1250
12.0

2090
46' 7"ft' in"

Lbt

14' 5"
6020
20' 3"

5510
26' 4"

3860
32' 10"

2760
39' 4" ft' in"

Lbs 930
78' 1"

1010
72' 2"

1160
66' 3"

1330
60' 8"

1550
55' 1"

730
84' 4"

6020

m
kg 560

10.9
690

9.12
930

7.37
1400
5.62

2400
3.92

***kg 600750100015502700

2

4

6

0 2 4 6 8 10 12 14 16 18 20

8

10

12

14

16

18

20

22

24

26

22 24 26

28

30

0

1230
35' 9"

1520
29' 11"

2050
24' 2"

3090
18' 5"

5290
12' 10"ft' in"

Lbs

***Lbs 13201650220034205950

*** PRESTAZIONE MASSIMA JIB ORIZZONTALE

*** MAX CAPACITIES FOR HORIZONTAL JIB
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2.52
2

4

6

0 2 4 6 8 10 12

8

10

12

14

16

18

m

Lbs

 ft

Kg

8' 3'' 38' 4''

11.69
2355

5190

3.98 5.75 7.55 9.60
3070

13' 1'' 18' 10'' 24' 9'' 31' 6''
6770

7980 5635 408512340

27210 17590 12420 9010

6°
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Kg

8' 3" 38' 4" 45' 10"

13.98
1825

4020

11.69
2355

5190

3.98 5.75 7.60 9.60
3070

13' 1" 18' 10" 24' 11" 31' 6"
6770

7820 5370 408011930

26300 17240 11840 8990

6°
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14

16
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m

Lbs

 ft' in"

Kg

8' 3"

1425
16,30

3140
53' 6"38' 5" 45' 11"

14,00
1825

4020

11,70
2355

5190

4,00 5,75 7,60 9,60
307039005200760011625

13' 1" 18' 10" 24' 11" 31' 6"
67708600114601676025630

6°
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2.52 18,65
1120

2

4

6

0 2 4 6 8 10 12 14 16 18 20
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22

24

m
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ft' in"

Kg

8' 3" 61' 2"
2470

1425
16,30

3140
53' 6"13' 5" 19' 2" 25' 3" 31' 10" 38' 5" 45' 11"

14,00
1805

3980

4.10 5,85 7,70 9,70 11,70
235528457275 4950 367011320

24960 16040 10910 8090 6270 5190

6°
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2.52 18,65
1120 885

20,75
2

4

6

0 2 4 6 8 10 12 14 16 18 20

8

10

12

14

16

18

20

22

24

26

22

m

Lbs
 ft'in"

Kg

8' 3" 68' 1"61' 2"
19502470

1425
16,30

3140
53' 6"13' 9" 19' 6" 25' 7" 32' 2" 38' 9" 45' 11"

4.20 5,95 7,80 9,80 11,80 14,00
21756975 4730 3485 2660 182511010

24270 15380 10430 7680 5860 4800 4020

6°
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2.52 18.65
1120 885

20.75
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4

6

0 2 4 6 8 10 12 14 16 18 20
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10

12

14

16

18

20

22

24

26

22

m

Lbs
ft' in"

Kg

8' 3" 68' 1"61' 2"
19502470

4.25 6.10 7.90 9.90
2000

11.90
1650

14.10
1425

16.30

13' 11" 20' 0" 25' 11" 32' 6"
4410 3640 3140
39' 1" 46' 3" 53' 6"

673010755 4510 3280 2485

5480723099401484023710

6°
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2.52 4,40 6,20 8,10 10,10 12,10 14,30 16,50 18,65
11201275 88515001850234531254290637510500
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0 2 4 6 8 10 12 14 16 18 20
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10

12

14

16

18

20

22

24

26

22

m

Lbs
ft' in"

Kg

23150 14050
8' 3" 14' 5" 20' 4" 26' 7"

9460 6890 5170 4080 3310 2810
33' 2" 39' 8" 46' 11" 54' 2" 68' 1"61' 2"

19502470

6°
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2.52 4.50 8.20 10.20 12.20 14.40 16.60
11401365170521702925613010450

2
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12

14

16

18

20

22

24

26

22

m

Lbs
ft' in"

kg

23040
8' 3" 14' 9"

13510 6450 4780 3760 3010
26' 11" 33' 6" 40' 0" 47' 3" 54' 6"

2510

18.80
990

61' 8"
2180

20.95
885

68' 9"
1950

6.30
4085

9010
20' 8"

24

23.40
410

76' 9"
900

6°

28
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2

4

6

0 2 4 6 8 10 12 14 16 18 20

8

10

12

14

16

18

20

22

24

26

22

m
kg

28

705
21.6

805
19.8

895
18.1

1020
16.3

1175
14.6

490
23.4

m
kg

10.99.127.375.623.92

12.0m
kg

4.40 6.17 8.02 10.0

24

***kg

*** PRESTAZIONE MASSIMA JIB ORIZZONTALE

ft' in"
Lbs 1460

35' 9"
1790

29' 11"
2380
24' 2"

3530
18' 5"

6080
12' 10"

***ft' in" 15801940254038606750

3310
39' 4"ft' in"

Lbs
14' 5"

6020
20' 3"

6020
26' 4"

4320
32' 10" ft' in"

Lbs 1550
70' 10"

1770
65' 0"

1970
59' 5"

2250
53' 6"

2590
47' 11"

1080
76' 9"

*** MAX CAPACITIES FOR HORIZONTAL JIB

660810108016002760

715880115017503060

15002730 2730 2730 1960

6020
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m
kg 470

23,80
510

22,00
585

20,20
665

18,50
765

16,80
360

25,70
14.2m

kg

4.40 6.17 8.02 10.0 12.0

2270
46' 7"ft' in"

Lbt

14' 5"
6020
20' 3"

5780
26' 4"

4100
32' 10"

2980
39' 4" ft' in"

Lbs 1040
78' 1"

1120
72' 2"

1290
66' 3"

1470
60' 8"

1690
55' 1"

790
84' 4"

10302730 2730 2620 1860 1350

6020

m
kg

10.99.127.375.623.92

***kg

2

4

6

0 2 4 6 8 10 12 14 16 18 20

8

10

12

14

16

18

20

22

24

26

22 24 26

28

30

0

1320
35' 9"

1610
29' 11"

2160
24' 2"

3200
18' 5"

5420
12' 10"ft' in"

Lbs

***Lbs 14101740231035306080

*** PRESTAZIONE MASSIMA JIB ORIZZONTALE

*** MAX CAPACITIES FOR HORIZONTAL JIB

60073098014502460

640790105016002760
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28
3

80821
5540

2167.8

1340

345

1
3

1
4

9
6

371112

488

2588

150

7
62

17°

1
55

2

1440625

93
9

48
399

5

275 275600

2082
SLEWING ANGLE:397°

DEAD POINT SIDE

3100

1950 1950

43
0

435

300 300

3100

1150 1150

275 275600

300 300

 
 

Tie mounting rods 
N°8 M30x2   
42CrMo4 QT

Tightening  torque 700 Nm

Fixing bolts for 1 rotation cylinder 
N°8 M16x45 
8.8 UNI 5931

Tightening  torque 198 Nm 
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LIFTING CYLINDER ARTICULATION CYLINDER 
Cylinder bore 210  Cylinder bore 185 
 Cyl. ext. diameter 240   Cyl. ext. diameter 215 
Rod diameter 130 - 100 Rod diameter 100 - 60 
Centers (open) 1808  Centers (open) 2167 
Centers (closed) 1095  Centers (closed) 1267 
Stroke 715  Stroke 900 
Artic. pin  85 - 65 Artic. pin  85 - 65 
Pin material  39NiCrMo3 QT Pin material  39NiCrMo3 QT 

1ST  EXTENSION CYLINDER 2ND  EXTENSION CYLINDER 
Cylinder bore 85  Cylinder bore 85 
 Cyl. ext. diameter 100   Cyl. ext. diameter 100 
Rod diameter 60 - 45 Rod diameter 60 - 45 
Centers (open) 3856  Centers (open) 2005 
Centers (closed) 2086  Centers (closed) 155 
Stroke 1770  Stroke 1850 
Artic. pin  30  Artic. pin  30 
Pin material  39NiCrMo3 QT Pin material  39NiCrMo3 QT 

3RD - 4TH  EXTENSION 
CYLINDER 

5TH - 6TH  EXTENSION CYLINDER 

Cylinder bore 80  Cylinder bore 65 
 Cyl. ext. diameter 95   Cyl. ext. diameter 75 
Rod diameter 50 - 35 Rod diameter 40 - 25 
Centers (open) 2153  Centers (open) 2240 
Centers (closed) 153  Centers (closed) 140 
Stroke 2000  Stroke 2100 
Artic. pin  30  Artic. pin  25 
Pin material  39NiCrMo3 QT Pin material  39NiCrMo3 QT 

7TH  EXTENSION CYLINDER 8TH  EXTENSION CYLINDER 
Cylinder bore 65  Cylinder bore 65 
 Cyl. ext. diameter 75   Cyl. ext. diameter 75 
Rod diameter 40 - 25 Rod diameter 40 - 25 
Centers (open) 2340  Centers (open) 2315 
Centers (closed) 140  Centers (closed) 115 
Stroke 2200  Stroke 2200 
Artic. pin  25  Artic. pin  25 
Pin material  39NiCrMo3 QT Pin material  39NiCrMo3 QT 

ROTATION CYLINDER 
Cylinder bore 140 
 Cyl. ext. diameter 160 
Rod diameter - 
Centers (open) - 
Centers (closed) - 
Stroke 834 
Artic. pin  - 
Pin material  -
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ARTICULATION CYLINDER OF JIB 1ST  EXTENSION CYLINDER OF JIB 
Cylinder bore 125  Cylinder bore 65 
 Cyl. ext. diameter 145   Cyl. ext. diameter 75 
Rod diameter 70 - 0  Rod diameter 40 - 25 
Centers (open) 1774  Centers (open) 2180 
Centers (closed) 1045.5  Centers (closed) 408 
Stroke 728.5  Stroke 1700 
Artic. pin  65 - 45  Artic. pin  25 
Pin material  39NiCrMo3 QT - C40  Pin material  39NiCrMo3 QT 

 
 

2ND - 3RD EXTENSION CYLINDER OF JIB 4TH  EXTENSION CYLINDER OF JIB 
Cylinder bore 60  Cylinder bore 60 
 Cyl. ext. diameter 70   Cyl. ext. diameter 70 
Rod diameter 35 - 25  Rod diameter 35 - 0 
Centers (open) 1854  Centers (open) 1900 
Centers (closed) 104  Centers (closed) 100 
Stroke 1750  Stroke 1800 
Artic. pin  25  Artic. pin  25 
Pin material  39NiCrMo3 QT  Pin material  39NiCrMo3 QT 
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10 200

E2

E3

E4

E5

E6

E7

E8

2980
1270 kg

3780
1520 kg

1720 kg
4600

1890 kg

2050 kg

2170 kg

2290 kg

5360

6135

6760

7480

 
 

 HC331 -  HC361 

Fixed parts weight  [kg] 2550 
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9165
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E4J4

E5J4

2490 kg

2660 kg

8200

 
 
 
 
 

 HC331 -  HC361 

Fixed parts weight  [kg] 2620 
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1300 

4200 1395 

 
 

GVW = 24 ton 

 
 

CHASSIS DATA 

Front axle 

Front axle tare weight = 4615 kg 
Allowable front axle weight = 9000 kg 

Rear axle 

Rear axle tare weight = 3340 kg 
 

OUTFIT WEIGHTS 
Body weight = 1000 kg 
Crane weight = 4600 kg (HC361 E6) 
Stabilizers weight = 550 kg 
Counterframe weight = 870 kg 

 
Stability index = 1.61 
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Max dynamic moment   [daNm] 38600 

 
 

Min frame section (truck GVW = 24 ton ; steel S355) 
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Min counterframe section (steel S355) 
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Max winch direct pull  [kg] 2000 

0 6 10 14 222 4 8 12 16 18 20

3.4m (**)

2440* 1800 1400 11103420* 920 790 700

0 6 10 14 222 4 8 12 16 18 20

3.4m (**)

2440* 1800 1400 11103420* 920 790 700kg

m

kg

m

3.4m (**)

2620* 1960 1530 12303620* 1030 900

0 6 10 142 4 8 12 16 18 20

3.4m (**)

2620* 1960 1530 12303620* 1030 900

0 6 10 142 4 8 12 16 18 20

kg

m

kg

m

0 2 4 6 8 10 12 14 16

3.4m (**)

18

2770* 2100* 1670 1370 11703820*

0 2 4 6 8 10 12 14 16

3.4m (**)

18

2770* 2100* 1670 1370 11703820*kg

m

0 2 4 6 8 10 12 14 16

3.4m (**)

2960* 2260* 1830 1530

kg

m

0 2 4 6 8 10 12 14 16

3.4m (**)

2960* 2260* 1830 1530kg

m

kg

m

0 2 4 6 8 10 12

3.4m (**)

HC331-E4

3130* 2430* 2000

0 2 4 6 8 10 12

3.4m (**)

HC331-E4

3130* 2430* 2000kg

m

0 2 4 6 8 10

3.4m (**)

kg

m

0 2 4 6 8 10

3.4m (**)

3340* 2640*kg

m

3340* 2640*kg

m

0 2 4 6 8

3.4m (**)

3520*

0 2 4 6 8

3.4m (**)

3520*kg

m

kg

m

HC331-E3

HC331-E2

HC331-E5

HC331-E6

HC331-E8

HC331-E7

HC331-E3

HC331-E2

HC331-E5

HC331-E6

HC331-E8

HC331-E7

6.30 8.20 10.20 12.20 14.40 16.60 18.80 20.956.30 8.20 10.20 12.20 14.40 16.60 18.80 20.95

6.20 8.10 10.10 12.10 14.30 16.50 18.656.20 8.10 10.10 12.10 14.30 16.50 18.65

6.10 7.90 9.90 11.90 14.10 16.306.10 7.90 9.90 11.90 14.10 16.30

7.80 9.80 11.80 14.007.80 9.80 11.80 14.00

7.70 9.70 11.707.70 9.70 11.70

7,60 9,607,60 9,60

7.60

(*) = Winch pulley with double line pull
(*) = Rolle der Winde mit doppeltem Zug

(**) = Min distance for using the winch
(**) = Min Abstand fur Benutzung der Winde

0 2 4 6 8 10 12 14 16 18 20 22

m 21.619.818.116.314.6

24

2.9m (**)

570660740850*900*kg

C331-E4J4

0 2 4 6 8 10 12 14 16 18 20 22 24 26

m 23.822.020.218.516.8

2.9m (**)

380430490570*660*kg

C331-E4J4

7.60

(*) = Winch pulley with double line pull
(*) = Rolle der Winde mit doppeltem Zug

(**) = Min distance for using the winch
(**) = Min Abstand fur Benutzung der Winde

0 2 4 6 8 10 12 14 16 18 20 22

m 21.619.818.116.314.6

24

2.9m (**)

570660740850*900*kg

C331-E4J4

0 2 4 6 8 10 12 14 16 18 20 22 24 26

m 23.822.020.218.516.8

2.9m (**)

380430490570*660*kg

C331-E4J4

 



 HC331-TECHNICAL SHEET 
GRAB - BUCKET DATA 

Rev.14 (06/2017) 45

 

Max allowable weight  [kg] 420 

Max capacity  [dm3] 300 

Max working pressure  [bar] 250 

THE CAPACITIES OF THE ACTIVATED CRANES (FOR GRAB OR BUCKET) ARE DERATED 
BY 30% RESPECT TO THE STANDARD CRANES IT IS THAN NECESSARY TO SUBTRACT 
THE TOOL”DEAD WEIGHT” 

 

0 6 10 14 222 4 8 12 16 18 20

3990 2660 1900 1400 1090 860 710 610 540kg

m

0 6 10 14 222 4 8 12 16 18 20

3990 2660 1900 1400 1090 860 710 610 540kg

m

4140 2800 2030 1510 1180 950 790 690kg

m

0 6 10 142 4 8 12 16 18 20

4140 2800 2030 1510 1180 950 790 690kg

m

0 6 10 142 4 8 12 16 18 20

0 2 4 6 8 10 12 14 16 18

4370 2940 2130 1610 1280 1050 890kg

m

0 2 4 6 8 10 12 14 16 18

4370 2940 2130 1610 1280 1050 890kg

m

0 2 4 6 8 10 12 14 160 2 4 6 8 10 12 14 16

4530 3080 2260 1720 1390 1160kg

m

4530 3080 2260 1720 1390 1160kg

m

0 2 4 6 8 10 12

4720 3220 2380 1840 1510kg

m

0 2 4 6 8 10 12

4720 3220 2380 1840 1510kg

m

0 2 4 6 8 100 2 4 6 8 10

4930 3390 2530 1980kg

m

4930 3390 2530 1980kg

m

0 2 4 6 8

5070 3500 2660

0 2 4 6 8

5070 3500 2660
m

kg

m

kg

HC331-E4

HC331-E3

HC331-E2

HC331-E5

HC331-E6

HC331-E8

HC331-E7

4.50 6.30 8.20 10.20 12.20 14.40 16.60 18.80 20.95

HC331-E4

HC331-E3

HC331-E2

HC331-E5

HC331-E6

HC331-E8

HC331-E7

4.50 6.30 8.20 10.20 12.20 14.40 16.60 18.80 20.95

4.40 6.20 8.10 10.10 12.10 14.30 16.50 18.654.40 6.20 8.10 10.10 12.10 14.30 16.50 18.65

4.25 6.10 7.90 9.90 11.90 14.10 16.304.25 6.10 7.90 9.90 11.90 14.10 16.30

4.20 5.95 7.80 9.80 11.80 14.004.20 5.95 7.80 9.80 11.80 14.00

4.10 5.85 7.70 9.70 11.704.10 5.85 7.70 9.70 11.70

4,00 5,75 7,60 9,604,00 5,75 7,60 9,60

3.98 5.75 7.603.98 5.75 7.60
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Max winch direct pull  [kg] 2000 

0 6 10 14 222 4 8 12 16 18 20

3.4m (**)

0 6 10 14 222 4 8 12 16 18 20

3.4m (**)

kg

m

kg

m

3.4m (**)

0 6 10 142 4 8 12 16 18 20

3.4m (**)

0 6 10 142 4 8 12 16 18 20

kg

m

kg

m

0 2 4 6 8 10 12 14 16

3.4m (**)

180 2 4 6 8 10 12 14 16

3.4m (**)

18

kg

m

0 2 4 6 8 10 12 14 16

3.4m (**)

kg

m

0 2 4 6 8 10 12 14 16

3.4m (**)

kg

m

kg

m

0 2 4 6 8 10 12

3.4m (**)

HC361-E4

0 2 4 6 8 10 12

3.4m (**)

HC361-E4

kg

m

0 2 4 6 8 10

3.4m (**)

kg

m

0 2 4 6 8 10

3.4m (**)

kg

m

kg

m

0 2 4 6 8

3.4m (**)

0 2 4 6 8

3.4m (**)

kg

m

kg

m

HC361-E3

HC361-E2

HC361-E5

HC361-E6

HC361-E8

HC361-E7

HC361-E3

HC361-E2

HC361-E5

HC361-E6

HC361-E8

HC361-E7

6.30 8.20 10.20 12.20 14.40 16.60 18.80 20.956.30 8.20 10.20 12.20 14.40 16.60 18.80 20.95

6.20 8.10 10.10 12.10 14.30 16.50 18.656.20 8.10 10.10 12.10 14.30 16.50 18.65

6.10 7.90 9.90 11.90 14.10 16.306.10 7.90 9.90 11.90 14.10 16.30

7.80 9.80 11.80 14.007.80 9.80 11.80 14.00

7.70 9.70 11.707.70 9.70 11.70

7,60 9,607,60 9,60

7.60

(*) = Winch pulley with double line pull
(*) = Rolle der Winde mit doppeltem Zug

(**) = Min distance for using the winch
(**) = Min Abstand fur Benutzung der Winde

0 2 4 6 8 10 12 14 16 18 20 22

m 21.619.818.116.314.6

24

2.9m (**)

kg

C361-E4J4

0 2 4 6 8 10 12 14 16 18 20 22 24 26

m 23.822.020.218.516.8

2.9m (**)

kg

C361-E5J4

7.60

(*) = Winch pulley with double line pull
(*) = Rolle der Winde mit doppeltem Zug

(**) = Min distance for using the winch
(**) = Min Abstand fur Benutzung der Winde

0 2 4 6 8 10 12 14 16 18 20 22

m 21.619.818.116.314.6

24

2.9m (**)

kg

C361-E4J4

0 2 4 6 8 10 12 14 16 18 20 22 24 26

m 23.822.020.218.516.8

2.9m (**)

kg

C361-E5J4

2570* 1910 1510 12103560* 990 880 7902570* 1910 1510 12103560* 990 880 790

2760* 2080* 1650 13403760* 1120 1010

2910* 2220* 1800 1490 12703970*

2760* 2080* 1650 13403760* 1120 1010

2910* 2220* 1800 1490 12703970*

440480550630*720*

670730810900*900*

3110* 2390* 1970 1660

440480550630*720*

670730810900*900*

3110* 2390* 1970 1660

3290* 2570* 2150*3290* 2570* 2150*

3510* 2790*3510* 2790*

3690*3690*
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Max allowable weight  [kg] 420 

Max capacity  [dm3] 300 

Max working pressure  [bar] 260 

THE CAPACITIES OF THE ACTIVATED CRANES (FOR GRAB OR BUCKET) ARE DERATED BY 
30% RESPECT TO THE STANDARD CRANES IT IS THAN NECESSARY TO SUBTRACT THE 
TOOL ”DEAD WEIGHT” 

0 6 10 14 222 4 8 12 16 18 20

kg

m

0 6 10 14 222 4 8 12 16 18 20

kg

m

kg

m

0 6 10 142 4 8 12 16 18 20

kg

m

0 6 10 142 4 8 12 16 18 20

0 2 4 6 8 10 12 14 16 18

kg

m

0 2 4 6 8 10 12 14 16 18

kg

m

0 2 4 6 8 10 12 14 160 2 4 6 8 10 12 14 16

kg

m

kg

m

0 2 4 6 8 10 12

kg

m

0 2 4 6 8 10 12

kg

m

0 2 4 6 8 100 2 4 6 8 10

kg

m

kg

m

0 2 4 6 80 2 4 6 8

m

kg

m

kg

4.50 6.30 8.20 10.20 12.20 14.40 16.60 18.80 20.954.50 6.30 8.20 10.20 12.20 14.40 16.60 18.80 20.95

4.40 6.20 8.10 10.10 12.10 14.30 16.50 18.654.40 6.20 8.10 10.10 12.10 14.30 16.50 18.65

4.25 6.10 7.90 9.90 11.90 14.10 16.304.25 6.10 7.90 9.90 11.90 14.10 16.30

4.20 5.95 7.80 9.80 11.80 14.004.20 5.95 7.80 9.80 11.80 14.00

4.10 5.85 7.70 9.70 11.704.10 5.85 7.70 9.70 11.70

4,00 5,75 7,60 9,604,00 5,75 7,60 9,60

3.98 5.75 7.603.98 5.75 7.60

HC361-E4

HC361-E3

HC361-E2

HC361-E5

HC361-E6

HC361-E8

HC361-E7

HC361-E4

HC361-E3

HC361-E2

HC361-E5

HC361-E6

HC361-E8

HC361-E7

4100 2770 2000 1490 1170 940 790 680 610

4270 2910 2130 1610 1270 1030 880 770

4100 2770 2000 1490 1170 940 790 680 610

4270 2910 2130 1610 1270 1030 880 770

4500 3050 2240 1700 1370 1140 9804500 3050 2240 1700 1370 1140 980

4660 3200 2380 1820 1490 12604660 3200 2380 1820 1490 1260

4850 3350 2500 1950 16204850 3350 2500 1950 1620

5060 3520 2660 21005060 3520 2660 2100

5210 3630 27805210 3630 2780


